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DESCIORCHINATOR-ZDROBITOR
pestevmercrusier | QP 5-10-15-25
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DOTARI STANDARD:

- Cadrul din otel inoxidabil AISI 304 pe rofi
- Cilindru din ofel inoxidabil AISI 304 cu gauri

OPTIONAL :

- Zdrobitor moforizat cu role de cauciuc
reglabile cu dispozitiv de zdrobire / nezdrobire

DATE TEHNICE | TECHNICAL DATA

025/22, 22/22 sau 22/18 - Protectie impotriva stropirii din PVC sau din TOP5 TOP 10 TOP 15 TOP 25
- Dispoztiv de extracte a suculi; ofel inoxiaabi Putere motor desciorchinator | Motor power destalker kw 1.8 22 22 4.0
- Capace de deschidere ,ax si cilindru - Bazinul de colectare cu prinderea ciorchinelor ‘ ‘ : :
detasabil motorizat Putere motor unitate zdrobire | Motor power crushing unit kW 1.1 1.1 1.1 1.5
- Ax cu palete ajustabile - Dispozitiv cilindric de spalare
- Regulator de turatie pentru alimentarea - Punga de colectare a tulpinifor Putere motor snec | Motor power auger KW 037 055 055 11
unitatii de desciorchinare - Cilindru din polietilenad
- Dozarea ciorchinelor motorizata - Ax cu palete si cilindru electropolisat Productivitate | Hourly output Ton/h 5-6 10-12 15-16 23-26
- Panou electric 400/3/50
STANDARD FEATURES: OPTIONALS:
- AISI 304 stainless steel frame on wheels - Motorized crusher with adjustable rubber DIMENSIUNI | DIMEN S | O N S
- AISI 304 stainless steel cylinder with rollers complete of crush/not crush device
25/22, 22/22 or 22/18 holes - PVC or stainless steel splash guard Lungime | Length mm 2150 2400 2700 2750
- Juice extraction device - Must/crushed collecting basin with motorized
- Opening covers and removable beating shaft auger Latime | Depth mm 800 800 1000 1000
and cylinder - Cylinder washing device . ]
- Beating shaft with adjustable rods - Stalks collecting hopper Inaitime | Height mm 1300 1500 1500 1700
- Speed controller for feeding auger and - Polyethylene cylinder Greutate | Weight g 220 270 300 200

destemming unit
- Motorized feeding auger
- Electric panel 400/3/50

- Electropilished beating shaft and cylinder
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Fotografiile, masurétorile si datele de operare sunt aproximative, nu sunt obligatorii din punct de vedere legal si pot fi
modificate fara notificare prealabila.

Photos, measurements and operating data are approximative, not legally binding and subject to change without
notice.
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