
UNITATE DE 
FLOTAȚIE

FLOTATION UNIT 
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-  Cadru din oțel inoxidabil AISI 304 dispus pe roți
- Rezervor de saturație cu capac DIN 125 pentru 
spălare

- Pompă centrifugă de alimentare
- Pompă peristaltică de dozare
- Compresor de joasă presiune
- Conector rapid pentru injectare azot
-  Prefiltru dublu
-  Panou electric
- Tensiune de alimentare  400/3/60

-  AISI 304 stainless steel frame on wheels
-  Saturation tank with DIN 125 cap 
for washing

-  Centrifugal feed pump
-  Peristaltic dosing pump
-  Low pressure compressor
-  Quick connector for nitrogen injection
-  Double prefilter
-  400/3/50 control panel

Este sistem de clarificare care se utilizează cu 
enzime diferite: must alb , rosè și musturi roșii 
provenite din termo-vinificare.

Întregul proces de limpezire imbunătățește 
semnificativ calitatea vinului.

The Clear floating unit is a must clarification 
system that can be used with different musts: 
enzymed white, rosè and red musts from 
thermo-vinification. 

It works with both remounting and transferring.
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DATE TEHNICE | TECHNICAL DATA 

CLEAR 300 CLEAR 600

Putere motor | Motor power kW 11.0 15.0

Debit | Flow rate Hl/h 300 600

Racorduri  | Fittings IN/OUT DIN 65/65 65/65

DIMENSIUNI | DIMENSIONS

Lungime | Length mm 900 900

Lățime | Depth mm 900 900

Înălțime | Height mm 1650 1650

Greutate | Weight Kg 250 300

DOTĂRI STANDARD : STANDARD FEATURES: 




